◆

Statement

◆ Thank you for using our product, please read this manual carefully
before use. Please refer to the complete User manual for more information
from the CD.
◆ This manual is for NVR PG / PGH / PD / PA / A / DB / AT / D / L /
PGHP / DP / PDT / PAxxPOE / PGHxxPOE / DxxPOE / AxxPOE housings.
◆ This manual may contain places that are technically inaccurate or
where the product functions and operations do not match or where errors
are printed. The contents of this manual will be updated according to the
enhancement of product features. The updated contents will be added in
the new version of this manual without prior notice. If the description of the
product in the manual and the physical does not match, shall prevail in
kind.
◆

NVR Operation Guidelines

1.3 NVR L-type housing series hard disk installation.

1 Hard Disk Installation

Reminder：Please use the NVR dedicated SATA hard drive
recommended by the equipment manufacturer. Make sure you have turned
off the power before installing.

1.2 NVR DB / A / D / DP / AT / DxxPOE / AxxPOE type housing
series hard disk installation.

1.1 NVR PG / PGH / PGHP / PD / PDT /PA / PAxxPOE /
PGHxxPOE type housing series hard disk installation.
① Loosen the screws on the
base plate and remove the cover.

② Align the screw holes on the hard
disk with the screw holes on the
base plate and tighten the hard disk
to the bottom with screws.

① Loosen the screws on the
upper cover and remove the
cover.

② Plug in the hard drive cable and
power cable.

③ Align the screw holes on the
hard disk with screw holes on the
base plate. Use screws to tighten
the hard disk to the bottom.

④ Cover the cover and lock the
screws.

Safety Instructions

◆ This equipment should be installed in a well-ventilated environment
at proper distance away from the ground for heat dissipation. Do not block
the vents and please avoid heat.
◆ This equipment should be kept horizontal during installation and avoid
installing in locations subject to excessive vibration.
◆ Please keep it dry in case a short-circuit may cause fire or other
hazard. This equipment is not weatherproof.
◆ To meet the needs of reading and writing extensive data in the long
run, please select the hard disk recommended by manufacturer, which is
suitable for the NVR, and purchase it from the formal channels to
guarantee its quality.
◆ This product can not bear heavy weight, please do not place heavy
objects on it or pile up.
◆ NVR installation and construction shall comply with the specifications,
refer to the relevant national or local standards.

③ Plug in the hard drive cable and
power cable.
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1 Hard Disk Installation

1 Hard Disk Installation

④ Align the cover against the base
and gently close it. Tighten the top
cover to the floor with screws.

2 Rear Panel

2 Rear Panel
2.1 NVR rear panel interface description
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2.1 NVR rear panel interface description

2 Rear Panel
2.2 D-type housing POE NVR rear panel interface description

① Remove the screws and the cover.

② Remove the hard disk rack.
③ The hard disk fixed on the rack according to the order from top to bottom.
④ Secure the screws on the side of the tray.
5 Will be installed hard disk the rack mounted back to the original location,
○
lock the screw fixed.

Ethernet or Ethernet with POE

Alarm input & output & RS485
connect PTZ

USB interface，access the mouse
or U disk.

Power Switch

HD: HD video output interface

DC 12V power interface, POE NVR
is 48V, the specific subject to
prevail

2.3 64-way L-type housing NVR rear panel interface description

6 Connect the power and data cables.
○
7 Installed the cover and lock the screw.
○

VGA: video output interface

Audio，white for audio input
interface red for audio output
interface.
eSATA interface to access the
hard disk
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6

AC 110-240V power connector

115V/230VPower switch. Access
220V power supply, the switch to
230V position; access 110V power
supply, the switch to 115V
position.
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Note：
● POE NVR rear panel interface similar to the above, but the product
appearance, including buttons, interfaces and layout, for reference only,
please prevail in kind.
● General NVR rear panel interface and the map is similar, but no power
supply to the POE port, which buttons, interfaces and layout may be
different, please prevail in kind.
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3 Local Basic Operation
3.1 Boot up

3 Local Basic Operation
3.2 Startup Wizard

3 Local Basic Operation
3.3 Network Settings

3 Local Basic Operation
3.5 Recording Setting

Caution:

Step1: After device successfully booted up, it goes to startup wizard. Click
Next Step, you can see
system goes to login
interface. Enter the user
name and password to
enter the boot wizard
general settings
interface.
Step2: In the general
setting interface, the
basic settings of the
device, such as
language, video mode,
video format, device
time, etc., set the current
interface parameters,
click "Next", for other
interface parameter
configuration.

Steps: Select "Main Menu> Settings> Network> TCP / IP".

Step2: Select the channel, check the video type (including ordinary video,
dynamic monitoring video), the video type to set the automatic recording
time.
The time period can be
set in two ways.
 In the time period
diagram directly
drawn, hold down
the left mouse
button, drag the
mouse to draw the
time period. There
are six time periods
available for setup,
and the device will
start the
corresponding type
of recording within
the set time frame.

Make sure that the input voltage of the power supply matches the NVR
requirements
and confirm that it is connected to the power cord and that the NVR
ground terminal is well grounded.
If the front panel power indicator does not light, plug in the power, open the
rear panel power switch, the device starts to start.
If you have previously turned off the menu through the menu but did not
turn off the power of the rear panel of the device, turn off the switch and
then turn it on again.
Description：
The default administrator user name is admin and the password
is 12345.

3.2 Startup Wizard

3.3 Network Settings

The basic
configuration of the
device through the
"boot wizard" allows
the device to work
properly.
Note: If you do not
need to set up the
device, click "Cancel"
to exit the boot wizard
or you can turn off the
boot wizard in "Main
menu → System →
Normal".

Before setting the
network parameters,
make sure that the DVR
is properly connected to
the network.
If there is no routing
device in the network,
please assign the IP
address of the same
network segment.
If there are routing
devices in the network,
you need to set the
corresponding gateway

Step3:After the success is added, the status is displayed as
,
indicating that the add was successful; otherwise, check that the network
or add is correct.
Step4: Click“
” to edit the device channel information. Click“
edit the device channel information.

Description: NVR The machine defaults to 24 hours for all channels.
Step1: Select Main menu> Setup> Storage> Recording.

4 WEB Operation
4.1 Login

Step2: Select the
time, channel, search,
and click the left
mouse button to
search the file, the
video starts to play the
selected video file.

NVR LAN login (in the same router under the computer, also known as the
network).
Step1：To ensure that the NVR and log on to the computer in the same
network segment, when the computer does not have the network segment,
the need to add the same network segment NVR, such as”192.168.1.99”.
Step 2: Open the IE browser, select Tools → Internet Options → Security
→ Custom level → ActiveX controls and plug-ins, all options are selected
to enable.
Step 3: Enter the NVR URL: http: //192.168.1.88 / (if the NVR port 80 into
other, need to add after the port) into the OCX active download interface.
Step 4: Download and install the OCX active.
Step 5: Refresh the IE interface to enter the login interface, enter "User
Name" and "Password", Click "Login".






When you see corresponding dialogue box “System is shutting down
”Do not click power on-off button directly.
Do not unplug
the power cable
or click power onoff button to
shutdown device
directly when
device is running
(especially when
it is recording.)
Replace the hard
disk to open the
chassis and cut
off the external
power supply.
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3.5 Recording Setting

3 Local Basic Operation
3.7 Video Playback

There are two ways
for you to log out.
a) Main menu
(RECOMMENDED)
From Main Menu>Shutdown, select
shutdown from list
b) From power on-off button on the rear panel.
Note：

Before accessing and
configuring the IP
channel, make sure that
the IP device is
connected to the
network. You can add or
remove remote IP
devices and view related
information at the
interface.
Step1: Select "Main
Menu> Settings>
Camera> Remote
Device".
Step2: Add IPC, there
are two ways to add and add manually. Automatically add, click "Auto add"
can be. To add a device manually, select the "Onvif" or "Private" protocol
(If the IPC recommends selecting
"Private"), click
"Search", select the IP device, and click the "Add" button to complete.
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3.8 Shutdown

3.4 Camera Setup
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Click

to enter the “Time” setting interface and set it.

3.6 Instant Playback
Step1: When the mouse is moved to the upper middle area of the current
channel screen, the control bar pops up automatically above the channel.
Step2: Click
to enter the instant playback interface to play back the
video for the first 5 minutes of the current channel.

3.7 Video Playback
Step1: Click the right mouse button in the preview interface to pop up the
shortcut menu, click "video query" or select "video playback" in the main
menu to enter the video playback interface.
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5 Mobile App Access

5.2 Preview
After login, enter the preview interface and click on the channel name on
the left to monitor it in real time.
Note: Web side cans also equipment, network, storage, playback,
download, upgrade,
maintenance, restore the factory and other
operations, see the equipment supporting CD-ROM introduced.



◆

Step1：Download & install FreeIP
Scan the corresponding QR as below, Android or iOS, then download and
install FreeIP.

Android
iOS
Step2：Account login
Open mobile App, in the sliding sidebar select “Device”, the interface jump
to the login screen, enter the account, password login (Note：no account
to be registered)
Step3：Add device
After login, click “+” in the upper right corner of the device to view the QR
code on the device body or inside the interface. After the mobile phone
recognizes the QR code, enter the NVR user (Admin), password (12345).
Click the “Add” button, set the device notes, set the device group, click
”Send” after the prompt “Add success.”
Step4：Preview
In the App sidebar, select “Preview” to enter the preview interface. Click “+”
in the preview window to enter the device list, select the device in the
group, and click “Preview”.
Step5：Playback
In the App sidebar, select “Playback” to enter the playback interface.
Click “+” in the playback window to enter the device list, select the device
in the group, and click “Playback”. Playback of the channel from the current
zero. You can play back other time recordings by calendar switching date.
Note: Mobile App end of the device can be real-time preview, video
playback, capture, editing and other operations.
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Disclaimer

Please pay special attention to the following exclusions or restrictions:



For the following reasons, resulting in the product or termination of
service, the company for you or a third person personal injury,
property damage are not responsible: not strictly in accordance with
the requirements of the correct installation or use; for the
maintenance of national or Public interest; force majeure; your own or
third party reasons (including but not limited to the use of third party
products, software or components and other issues).



The Company has not warranted in any way express or implied that
this product is suitable for a particular purpose or use. This product
may not be used for medical / safety equipment or other product
failure that could result in the declaration of dangerous or personal
injury applications and weapons of mass destruction, chemical and
biological weapons, nuclear explosions or any unsafe use of nuclear
energy and other dangerous or humanitarian use. Any loss or liability
arising from such use will be at your own expense.



This product can be used in the correct installation can be aware of
the specific embrace occurred in the illegal invasion, but cannot avoid
the accident or the resulting personal injury or property damage. In
daily life you should be vigilant and strengthen your awareness of
safety.



The Company is not liable for any concise, incidental, special or
punitive damages, requests, loss of property or loss of any data or
documents. To the maximum extent permitted by law, the liability for
long periods of time does not exceed the amount paid by you for the
purchase of this product.
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